EWM-C117 4G script auto run  

Step 0 :
In /etc/systemd/system , create a 4G.service file 
root@am335xepcr3220a1:/etc/systemd/system# vi 4G.service 

4G.service:  

[Unit]
Description=4G

[Service]
Type=oneshot
ExecStart=/mnt/4G_rndis.sh

[Install]
WantedBy=multi-user.target
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Step 1: 
Copy 4G_rndis.sh into “mnt” folder 
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Step2: 
root@am335xepcr3220a1:/# sudo systemctl enable 4G 
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Step3: reboot 
Step 4: After reboot , check 4G.service
sudo systemctl status 4G 
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root@m33bxepcr3220al :/# sudo systemct| status 4G
did (/etc/systemd/system/4G.service; enabled; vendor preset: enabl
ed
Active: inactive (dead) since Fri 2020-03-13 07:57:36 UTC; Imin 3s ago
Process: 672 ExecStart=/mnt/4G_rndis.sh (code=exited, status=0/SUCCESS)
Main PID: 672 (code=exited, status=0/SUCCESS)

am33bxepcr3220al 4G_rndis.sh[672]: OK

am33bxepcr3220al 4G_rndis.sh[672]: AT+CGDCONT=1,"ip"," internet”
am33bxepcr3220al 4G_rndis.sh[672]: ERROR

am335xepcr3220al 4G_rndis.sh[672]: AT+UCGDFLT=1,"ip”," internet”
am33bxepcr3220al 4G_rndis.sh[672]: OK

:57:36 am335xepcr3220al 4G_rndis.sh[672]: AT+CFUN=1

07:57:36 am335xepcr3220al systemd[1]: Started 4G.
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root@amSBBxepchZZUa :/f sudo systemct!| enable 4G
Created symlink /etc/systemd/system/mu\ti-user.target.wantsMG.service — /etc/systemd/system/4G.service.
root@am335xepcr3220al:/# Il




