How to Setup Network with AIW-343 
on Ubuntu
Prerequisite
· PC and setup Ubuntu 20.04 on it
· Tarball file “aiw-343-peer-config.tar.bz2”


Test
1. 
· Stop modem manager
# sudo service ModemManager stop

· Copy configuration file
decompress the tarball “aiw-343-peer-config.tar.bz2”
# tar jxvf “aiw-343-peer-config.tar.bz2”
Copy all files to /etc/ppp/peers
# sudo cp aiw-343-peer-config/* /etc/ppp/peers/

· Open the file “aiw-343-chat” and modify the APN
# sudo vi /etc/ppp/peers/aiw-343-chat
To fill the string of your APN in the below red rectangle.
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· Dial out
# sudo pppd call aiw-343 &
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· [bookmark: _GoBack]Check network connection
# ping -c 3 -I ppp0 8.8.8.8
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advanetch@advanetch-Default-string:~/workdir$ ping -c 3 -I ppp@ 8.8.8.8
PING 8.8.8.8 (8.8.8.8) from 10.129.35.26 ppp0: 56(84) bytes of data.
i tt1=116 time=57.2 ms

--- 8.8.8.8 ping statistics ---
3 packets transmitted, 3 received, 0% packet loss, time 2003ms
rtt min/ave/max/mdev = 57.218/71.427/83.176/10.739 ms
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advanetch@advanetch-Default-string:~/workdir$ sudo pppd call aiw-343 &
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rcvd [LCP ProtRej id=0x4 80 fd 01 01 00 of 1a 04 78 00 18 04 78 00 15 03 2f]
Protocol-Reject for 'Compression Control Protocol’ (0x80fd) received

rcvd [IPCP ConfReq id=0x0]

sent [IPCP ConfNak id=ex0 <addr ©.0.0.0>]

rcvd [IPCP ConfRej id=exl <compress V1 0f 01>]

sent [IPCP ConfReq id=ex2 <addr ©.0.0.0> <ms-dnsl 0.0.0.0> <ms-dns2 0.0.0.0>]
rcvd [IPCP ConfReq id=ex1]

sent [IPCP ConfAck id=ex1]

rcvd [IPCP ConfNak id=6x2 <addr 10.129.35.26> <ms-dnsl 168.95.1.1> <ms-dns2 168.
95.192.15]

sent [IPCP ConfReq id=0x3 <addr 10.129.35.26> <ms-dnsl 168.95.1.1> <ms-dns2 168.
95.192.15]

rcvd [IPCP ConfAck id=0x3 <addr 10.129.35.26> <ms-dnsl 168.95.1.1> <ms-dns2 168.
95.192.15]

Could not determine remote IP address: defaulting to 10.64.64.64

not replacing default route to enplse [172.22.15.254]

local IP address 10.129.35.26

remote IP address 10.64.64.64

primary  DNS address 168.95.1.1

secondary DNS address 168.95.192.1

Script /etc/ppp/ip-up started (pid 4442)

Script /etc/ppp/ip-up finished (pid 4442), status = Ox0

advanetch@advanetch-Default-string:~/workdir$ |




